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USB-1 or  
USB-2 port 

USB2EPP 
Interface cable 

 
 

SL5 Deuterium + Halogen lamp 

F400-UV-SR-VIS 
Fiber optic cable 

CUV1 
Cuvette holder 

EPP2000C UV-VIS 
Concave grating spectrometer 
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USB-1 or  
USB-2 port 

USB2EPP 
Interface cable 

 

EPP2000C UV-VIS 
Concave grating spectrometer 

SL5-CUV 
Deuterium + Halogen lamps 

F400 
Fiber optic cable 
 

Integrated  
cuvette holder 
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USB2EPP 
Interface cable

USB-1 or  
USB-2 port 

 

EPP2000C UV-VIS 
Concave grating spectrometer 

SL5-Deuterium + Halogen lamp 

DP400 
Dip probe 
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USB-1 or  
USB-2 port 

USB2EPP 
Interface cable 

RS-50 White 
Reflectance standard 
  

 

EPP2000C UV-VIS 
Concave grating spectrometer 

SL1-Filter  
Halogen lamp 

SL3  
Deuterium lamp 

RPH-1 Reflectance probe holder 

F400-YB-SR-NIR 
Fiber optic bundle R400-7-UV-VIS 

Reflectance probe 

Splice bushing 

Diffuse Reflectance Setup for 190-850nm
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R400-7 
Reflectance probe 

RPH-1 
Reflectance probe holder

RS-50 White reflectance standard 
  

EPP2000C UV-VIS 
Concave Grating Spectrometer 

USB2EPP  
Interface cable 

SL1-Filter 
Halogen lamp 

USB-1 or  
USB-2 port 

Sample surface 

 Diffuse Reflectance Setup for 300-850nm
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EPP2000C 
Concave grating spectrometer 

Illumination 
port 

SL1-FILTER 
Halogen lamp 

IC2 or IC6 
Integrating  sphere cube 

Illumination 
port 

RS-50 White 
Reflectance standard 

USB2EPP 
Interface cable 

F1000  
Fiber optic cable

USB-1 or  
USB-2 port 

Non-uniform 
sample surface 

Read port 

F600-VISx5 
Fiber bundle 

Read port 

Gem sample 
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EPP2000C  
Concave grating spectrometer 

SL1-FILTER 
Halogen lamp 

F400 
Fiber optic cable 
 

 CUV1 
Cuvette holder 

USB-1 or  
USB-2 port 

USB2EPP  
Interface cable 

DP400 
Dip probe 

TXF1 
Transmission fixture Flow cell 

F400 
Fiber optic cable
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EPP2000-NIR-InGaAs 
Spectrometer 

TPH-1 Thin film 
reflection stage 
 probe holder 

SL1-FILTER 
Halogen lamp 

RPH-1 
Reflectance probe holder 

 

USB2EPP 
Interface cable 

R400-7 or 
R400-8 
Reflectance probe 

USB-1 or  
USB-2 port

EPP2000C UV-VIS 
Spectrometer 

Reflectance 
standard 

Specular Reflectance Setup for 300-1700nm
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EPP2000-HR 
Spectrometer 

IC2 
Integrating sphere

  
 
        LASER 

Optical  posts  

 

USB2EPP  
Interface cable 

CR1  (VIS)  
 or  CR2 (UV+VIS) 
Cosine receptor 
 
Optional tripod 

USB-1 or  
USB-2 port 
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EPP2000C 
Concave grating spectrometer 

F400 
Fiber optic cable 

IC2 
Integrating  sphere cube 

USB-1 or  
USB-2 port 

USB2EPP  
Interface cable 

LED  
CR1 or CR2  
Cosine receptor 
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EPP2000C  
Concave grating spectrometer  

SL1-Filter or   
SL1-Blue or 
LED source  

F1000 
Fiber optic cable 
 

 CUV1 
Cuvette holder with 90° 
illumination port 

USB-1 or  
USB-2 port 

USB2EPP  
Interface cable 

F1000 
Fiber optic cable

Excitation source
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LSR-UV2 or LHR-UV3   Spectrometer 

LSR-VIS4b or LHR-VIS3

25mj ND-YAG Laser 
Delivers 6 mega watts 
to sample in chamber 

LSR-VIS4 or LHR-UV3b 

 

  
USB-2 ports 

USB2EPP  
Interface cables 

LASER Induced Breakdown Spectroscopy 

Control  electronics 
 
 
Spectro synchronization 
 


